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Polysnap

This is a modular screening media with unique fixing
system that does not require bolting. It is manufactured
using specially formulated polyurethane or rubber,
and contains at its core, steel reinforcement that is
completely encapsulated. The properties of
polyurethane and rubber are fully exploited to take
care of impact, wear and tear. The steel on the other
hand provides the mechanical strength required. The
absence of projections ensures the uniform spreading
of material across the screen, while the high open
area with flaring hole design lends itself to higher
throughput.

These Polysnap panels are available in various aperture shapes and sizes according to the applications
like Dewatering Screens, Anti-clogging Screens efc.

Product Range

Applications Panel Size
610 mmx 300 mm M 305 mm x 305 mm

Secondary, Tertiary & Final Screening

Aperture Size Range
0.5 mm to 80 mm

Features Benefits
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Individual Panel Steady and Strong. Does not sag and gives long life.

Specially formulated polyurethane and rubber Long life, reduces cost per tonne.

takes care of impact and very high sliding

abrasion.

High Open Area and Flaring Hole Design. Higher throughput.

Easily fitted or removed. Substantial saving in downtime.

—
These POLYSNAP TEGA MODULAR PANELS — \
have two types of fixing arrangements: (/ \\
B Pin and Sleeve type / /
yP \\ _ ~__

B Button type -

Pin and Sleeve type: \

The Pin and Sleeve type fixing is the most )
conventional type fixing of modular panels _/

consisting of Sleeves and Pins, which are \\ /
fixed by hammering and removed with a _

screwdriver. Pin and Sleeve Type Fixing







