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Air-Blaster

Air-Blasters are used to remove and prevent blockages
and build up in critical applications along with suitable
liners. Generally these jamming patterns can be
removed by the liner itself. However in case of huge
deviation in hopper half angle and opening or
discharge dimension (diameter or diagonal) from that
of the same for a perfectly designed funnel flow oS
hopper working under same circumstances, these Ay
blockages become critical where the blasting system
is employed as an aid to the liners.

A quantity of compressed air at 4-8 bar (60- 120psi)
is released in a few milliseconds as a blast into the
bin, at the position of the blockages. The impulse of
the blasting force (the energy released) overcomes
the compressive strength of the material and thus,
free flow is restored.

The Air-Blasters are fired in an adjustable sequence by means of an electronic control box, to
its full effect, to generate free flow. As the quantity of air is small in proportion to the volume
of the bin, the energy is dissipated and absorbed, causing no harm to the structure.
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Type Capacity in Litres
AB 5NT 4
AB 10NT 8
AB 25NT 24
AB 50NT 48
AB T00NT 96
AB 200NT 192
AB 315NT 302

Advantages Features

B Only one moving part, light & fast B Low energy consumption.
Therefore the most powerful canons.
B Practically no maintenance. B Simple fitting.
B Resistant to all weather conditions. B Usually the Bin or hopper needs not to be

emptied during fitment.

B Simple Operation. B Full capacity of hopper can be utilized.







